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Choose the Sturdr—Wall bracket when building on an
__existing concrete foundation. Install with a masonry
dnllbltand concrete anchors.

 ENGINEERED
- Pr&englneered column anchors take the guessing out
of design work.

DURABLE .

Powder coat finish adds a durable barrier from the
elements and will add a profess:onal look to any
project.

ECONOMICAL
Cuttlng edge production technology guarantees ELo
price that can not be beat.
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Choose the Sturdi-Wall Plus+ bracket when ultimate
strength and superior wind resistance are required.
Install by wet setting when the foundation is poured.

“PLUS
All the advantages of the standard Sturdl-\X/all anchor
PLUS the following:

- CONVENIENT ;
‘Wet set installation eliminates the time consuming
drilling process required for concrete anchors.

STRENGTH
Four high strength rebar offer superior resistance to
shear, uplift, and bending moment.
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SturDI-WALL MODELS

S\X/8 SERIES S\X/6 SERIES S\/80 S\/60
universal universal
TYPE DIMA | DIMB | DIMC
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Allowable Shear and Uplift for Sturdi-Wall Base Brackets
All Loads in Wood to Steel Steel to Concrete Connection
Pounds Connection 5/8" Anchor "L" Bolts | 5/8" Epoxy Anchor Expansion Anchor | 5/8" Screw Anchor
Shear Uplift Shear Uplift Shear Uplift Shear Uplift Shear Uplift
Model (160) (160) (100) (100) (100) (100) (100) (100) (100) (100)
SWase 5700 7520 6180 7050 6180 7850 | 2940 (a) | 3650 (a) 3769 7092
SW66 5700 7520 6650 7050 6650 8450 | 2940 (a) | 3650 (a) 3769 7092
SW63 5700 7520 6450 7050 6450 8200 | 2940 (a) | 3650 (a) 3769 7092
SWe4 5700 7520 6650 7050 6650 8450 | 2940 (a) | 3650 (a) 3769 7092
SW8a3 8200 10020 8220 8225 8220 9100 | 4685 (b) | 5130 (b) | 4972 7880
SWa4 8200 10020 8475 8225 8475 9400 | 4685 (b) | 5130 (b) | 4972 7880
SW60 (pair) 5700 7520 6180 7050 6180 7850 | 2940 (a) | 3650 (a) 3769 7092
SW80 (pair) 8200 10020 8220 8225 8220 9100 | 4685 (b) | 5130 (b) | 4972 7880
: ; y . . (a) 1/2" Expansion Anchor
The Sturdi-Wall design manual can be downloaded via our website: www.sturdiwall.com = :
(b) 5/8" Expansion Anchor

SturDi-WAaLL PLus + MODELS

S\X/P8 SERIES S\X/P6 SERIES
B, TYPE | DIMA | DIMB
sweas| DS | 358 | 13
SWPEB E;(;(SST" 5-5/8” | 13
swpes| 2RO | asmr | 137
swpea| 4PLLS |6 | 18
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Allowable Shear, Uplift, and Bending Moment for Sturdi-Wall Plus Base Brackets
. Required
y i Development
Model Rebar Size Shear (Ibs) Uplift (Ibs) Moment (in-lbs) Length for Rebar
SWP46 (#4)1/2" 6561 9019 28000 18"
SWPE6 (#4)1/2" 6638 9019 28000 18"
SWP63 #4)1/2" 6638 9019 28000 18"
SWP64 (#4)1/2" 6638 9019 30000 18"
SWP83 - (#5)5/8" 9138 11519 59000 18"
SWP84 (#5) 5/8" 9138 11519 59000 18"

The Sturdi-Wall Plus+ design manual can be downloaded via our website: www.sturdiwall.com
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